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STATE OF ILLINOIS
DEPARTMENT OF TRANSPORTATION

llinois Department Page 4 of 5
of Transportation SOIL BORING LOG
Division of Dats
District Nino s
FAP RGUITE 13} over Little Grab DESGRIPON FAP_331 (IL 13} over Little Crab_Orchard Ck LOGGED BY __Bryan Keller
SECTION 12-1)8-1 LOCATION _Near WCL. Carbondale, SEC, . TWP. 95, RNG.1W, 3 PM
COUNTY Jackson DRILLING METHOD TYPE
039-0016 {(WB),
STRUCT. NO. __033-0017 (EB) DY B 1 U | M lsuface Water Elev. 382 & |D|BlU|M
Station 6749626 El L1 C| O Sweam Bod Elev. ® (EiL}CloO
P! O S I Pl O S 1
BORING NO. 25 Tiw S !l Groundwater Elev.: TIwW s
Station 58435 Hi 8 | Qui T | First Encounter 220 & {H| S jQu| T
Offsat 1,007t Lt CL_median Upon Completion 240 1t
Ground Surface Elav. 405t [ (] B°) | (s [ (%}l After  HFs. _ & | 87 | (ish | (%}
TR, maist, grey, Clay A7-6 with 4 | 11 | 37 || Very dense, moist, grey, Fine to iooT 23
Sand seams {continued) 8 B Coarse Sand and Gravel with —
Coal layer i
125 =145
] -
i 26750 |
1 Hard, dry, grey, Clay Shale ]
77550 _| .
Densa, moist, grey, Fine Sty -130] 183 1501002}
Sand e 52 |
28
. -
1 Note: Equipment breakdown ]
1 prevented further drilling B
] 24650 |
26550 | -
=140 25 169}

The Unconfined Compressive Strength (UCS) Fallure Mode is indicated by {B-Bulge, S-Shear, P-Penetrometer]
The SPT (N vaiue) is the sum of the lasttwo blow values in sach sampiing zons (AASHTO T206}
BBS, form 137 {Rev. 8-99)

ROUTE NO. SECTION COUNTY ".‘&'Eﬂvka sﬁY
FAP. | (z-D
33 |81 JACKSON 258 | 257

FED. ROAD DIST. NO. 7

wumos | reo.aro enosecr-

Contract #98827

illinois Department Page 5 of 5
of Transportation SOIL BORING LOG
Didsion of Highways Date __32300
District Nine s
FAP BOUITE 13) over Little Crab DESCRIPION FAP_331 {iL 13) over Little Crab Qrchard Ck LOGGED BY _ Brvan Keller
SECTION (12981 LOCATION _Near WCL Carbondale, SEC,  TWP. 95, RNG, W, 3 PM
COUNTY Jackson DRILLING METHOD HAMMER TYPE
039-0016 (WB),
STRUCT. NO. 0390017 (EB} B U1 M llsutace Water Elev. 3882t
Station 57+95.26 CL) g ? Stream Bed Elov. f
BORING NO. 28 w S 1l Groundwater Elev.:
Station 58135 $ [ Qui T Il First Encounter 220 %
Offsst 1008t Lt CL_median Upan Completion 240 ft
Ground Surface Elev. 405 ft @] tsh | (%) [ Afer Hrs. ft

Bottom of hole=158.5 feet
Free water observed at 22.0 fest

‘Washout procedures used from
56.0 to 595

Elevation refereniced to USGS
B 291, 1981 Elevation=405.45"

Note: To convert "N” values to
*N60", multiply by 1.25

msfi[llr||f'§|1‘||'&||tﬁ|{1||i|I; 8 TAwmo

Lol
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The Unconfined Compressive Strength {UCS) Failure Modie is indicated by (B-Bulge, S-Shear, P-Penetrometer}
The SPT (N value} is the sum of the lasttwo blow values in each sampling zone {AASHTO T206]

BBS, form 137 (Rev. 8-89)
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F.A.P. ROUTE 331 - SEC. (12-1)B-1

JACKSON COUNTY

STATION 57+91.70

STRUCTURE NO. 039-0071

. \prajecis\nbnd0028\0350071 . cun

/1720067 10.37. 36 M




